ECODESIGN INFORMATION Applies to non-residential ventilation units (NRVU)
According to Regulation EU No 1253/2014 of the European Commission, implementing Directive 2009/125/CE of European Parliament

SODECA, S.L.U. www.sodeca.com
c) Typology g) Nominal flowrate k) Nominal extemal pressure 327/2011 r) LWA radiated
d) Type of drive h) Effective electric power input 1) Intemal pressure drop of ventilation o1) Max. Intemal leakage index
e) Type of HRS i) SFPint components 02) Max. Extemal leakage index
m) Intemal pressure drop of non-ventilation  p) Energy performance of the filters
components
b) c) d) e (]| 9 h) i) i) | k) |)|m| n) Jo1) o2) p) 9 r | ERP
%| m¥s | KW |Wm¥s| m/s| Pa |Pa|Pa| % |[%| % dBA
CJLINE-11314T-F400 NRVU/ UVU | VSD nu egte necesar | Nimic 0.327/0.203| 621 |0.00| 212 0.0 0.2 | Nuse aplica | Nu se aplica | 65 | 2018
CJLINE-12354T-F400 NRVU/ UVU | VSD nu egte necesar | Nimic 0.464(0.276 | 595 |[0.00| 262 0.0 0.2 | Nuse aplica | Nu se aplica | 72 | 2018
CJLINE-1640-4T-F-400 NRVU/ UVU | VSD nu egte necesar | Nimic 0.702|0.545| 776 |0.00| 377 0.0 0.1 | Nu se aplica | Nu se aplica | 77 | 2018
CJLINE/H-1650-4T-F-400 IE3 | NRVU/ WVU | VSD nu este necesar | Nimic 1.429|1.604| 1122 |0.00| 530 0.0 0.1| Nu se aplica | Nu se aplica | 90 | 2018
CJLINE-1845-4T-F400 IE3 | NRVU/UWVU | VSD nu este necesar | Nimic 1.012|0.662| 654 |0.00 494 0.0 0.1| Nuse aplica | Nu se aplica | 81 | 2018
CJLINE-1845-6T-F-400 NRVU/UVU | Viteza variabila | Nimic 0.788(0.320| 406 |[2.00| 170 48.9 0.2 | Nu se aplica | Nu se aplica | 73 | 2018
CJLINE/H1856-4T-+-400 IE3 | NRVU/ UVU | VSD nu este necesar | Nimic 2.262(3.261| 1442 |0.00| 701 0.0 0.1 | Nu se aplica | Nu se aplica | 96 | 2018
CJLINE-1856-6T-F400 IE3 | NRVU/UWVU | VSD nu este necesar | Nimic 1.275|0.754| 591 |0.00| 303 0.0 0.1| Nu se aplica | Nu se aplica | 78 | 2018
CJLINE/H20634T-+-400 IE3 | NRVU/ UVU | VSD nu este necesar | Nimic 2.848 |5.464 | 1919 |0.00 | 1018 0.0 0.2 | Nuse aplica | Nu se aplica | 99 | 2018
CJLINE-2063-6T-F400 IE3 | NRVU/UWVU | VSD nu este necesar | Nimic 1.596 | 0.848| 531 |0.00| 344 0.0 0.2 | Nu se aplica | Nu se aplica | 81 | 2018
CJLINE-2271-6T-F400 IE3 | NRVU/UVU | VSD nu este necesar | Nimic 2.096 | 1.353| 646 |0.00 | 467 0.0 0.1| Nu se aplica | Nu se aplica | 85 | 2018
CJLINE-2880-6T-F400 IE3 | NRVU/WVU | VSD nu este necesar | Nimic 3.171|2.667| 841 |0.00| 626 0.0 0.1| Nu se aplica | Nu se aplica | 87 | 2018
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