ECODESIGN INFORMATION
According to Regulation EU No 1253/2014 of the European Commission, implementing Directive 2009/125/CE of European Parliament

Applies to residential ventilation units (RVU)

a) Brand SODECA, SLU SODECA, SLU SODECA, SLU SODECA, SLU SODECA, SLU SODECA, SLU SODECA, SLU
b) Model SVE/PLUS-100/L | SVE/PLUS-125/L | SVE/PLUS-150/L | SVE/PLUS-160/L | SVE/PLUS-200/L | SVE/PLUS-250/L | SVE/PLUS-125/H
c) Specific energy consumption
(SEC) average climate -25.8 -25.9 -25.4 -25.4 -26.5 -26.6 255
(RAh/(m2yr))
¢) Specific energy consumption ¥
(3EC) cold dlimate (RAV(m2 yr) -52.9 53 -52.4 -52.4 -53.6 -53.6 -52.6
c) Specific energy consumption
(SEC) warm climate -10.3 -10.4 9.9 9.9 -1 -111 -10
(RAR/(m.yr))
c) SECclass C C C C B B Cc
d) Typology RVU/UVU RVU/UVU RVU/UVU RVU/UVU RVU/UWU RVU/UVU RVU/UWU
¢) Drive type Perynvpyemas Perynvpyemas Perynvpyemas Perynvpyemas Perynvpyemas Perynvpyemas Perynvpyemas
p CKOpOCTb CKOpOCTb CKOpOCTb CKOpOCTb CKOpOCTb CKOpOCTb CKOpOCTb
f) HRS type Het Het Het Het Het Het Het
g) Themal efficiency of heat
recovery (%)
h) Maximum flow rate (m%¥h) 261 273 322 322 665 684 341
i) Electric power input of the
fan drive at maximum flow rate 40 39 62 62 65 65 62
W)
j) Sound power level (LWA)
(dBA) 42 42 52 52 54 61 42
K) Reference flow rate (m¥s) 0.051 0.053 0.063 0.063 0.129 0.133 0.066
I(?D:t)aferenoe pressure difference 49 49 49 49 49 49 49
m) SPI (Wm%h) 0.188 0.18 0.222 0.222 0.136 0.131 0.21
n) Control factor 0.65 0.65 0.65 0.65 0.65 0.65 0.65
YnpasneHve YnpasneHve YnpaeneHve YnpaeneHve YnpaeneHue YnpasneHve YnpaeneHve
n) Control typology notpebHocTaMM | noTpebHocTaMM | noTpebHocTsMM | noTpebHocTsvM | moTpeGHoCTAMM | moTpeBHoCcTAMM noTpebHoCcTAMM
Ha MecTe Ha MecTe Ha MecTe Ha MecTe Ha MecTe Ha MecTe Ha MecTe
0) Declared max. intemal
leakage rate (%) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%\Aax. extemal lealage rate 0.0 0.0 0.0 0.0 0.0 0.0 0.0
p) Mixing rate 0.00 0.00 0.00 0.00 0.00 0.00 0.00

q) Position and description of
visual filter waming

He npumveHnmo

He npumveHmo

He npumeHnvo

He npumernmo

He npumervvo

He npumeHnvo

He npumennvo

r) Instructions to install

regulated grilles Cwm. pykoeoacTBo | Cm. pykosoacTBo | Cm. pykosoacTBo | Cm. pykoBoacTBo | Cwm. pykoBoacTeo | Cwm. pykoBoacTeo | CMm. pykoBoACTBO
s) Website www.sodeca.com | www.sodeca.com | www.sodeca.com | www.sodeca.com | www.sodeca.com | www.sodeca.com | www.sodeca.com
t) Airflow sensitivity to pressure

variations at +20 Pa and —20 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Pa

u) Indoor/outdoor air tightness 0.00 0.00 0.00 0.00 0.00 0.00 0.00
v) Annual electricity

consumption (AEC) average 100 100 100 100 100 100 100
climate (K\h/yr)

V) Annual electricity

consumption (AEC) warm 100 100 100 100 100 100 100
climate (K\h/yr)

v) Annual electricity

consumption (AEC) cold 100 100 100 100 100 100 100
climate (K\h/yr)

w) Annual heating saved (AHS) 2800 2800 2800 2800 2800 2800 2800
average climate (K\h/yr)

W) Annual heafing saved (AHS) 1300 1300 1300 1300 1300 1300 1300
warm climate (K\h/yr)

w) Annual heating saved (AHS)

cold dimate (RA/yr) 5500 5500 5500 5500 5500 5500 5500
ErP compliance 2018 2018 2018 2018 2018 2018 2018
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ECODESIGN INFORMATION

Applies to residential ventilation units (RVU)

According to Regulation EU No 1253/2014 of the European Commission, implementing Directive 2009/125/CE of European Parliament

o) wicna

wusun, ueu

(S VIR R

wueun, ueu

wusun, ueu

b) Model SVE/PLUS-150/H SVE/PLUS-160/H SVE/PLUS-200/H SVE/PLUS-250/H

;)i i;;(::{mr;ﬁgzlr ?))nwmptlon (SEC) average 25 25 6.8 271

;)i izfgm?ag};r c;t))nsumptlon (SEC) cold 52 52 53.9 541

gl)i i{zg{mr}(engz,r t;;)ns.lmptlon (SEC) warm 95 95 113 116

c) SECdass C C B B

d) Typology RvVU/UVU RVU/UVU RVU/UVU RvVU/ UVU

e) Drive type Perynupyemas ckopocTb Perynupyemas ckopocTb Perynupyemas ckopocTb Perynupyemas ckopocTb
f) HRS type Het Het Het Het

g) Themal efficiency of heat recovery (%)

h) Maximum flow rate (m¥h) 459 459 651 972
:’315:(?:\:3!’?1 %%mxg?epmof the fan drive at 102 102 66 57

j) Sound power level (LWA) (dBA) 52 52 53 53

K) Reference flow rate (m?¥s) 0.089 0.089 0.127 0.189

1) Reference pressure difference (Pa) 49 49 49 49

m) SPI (Wm?@h) 0.253 0.253 0.112 0.094

n) Control factor 0.65 0.65 0.65 0.65

itz ealaey norpeﬁm%i:iH:: MecTe nmpeﬁil%iin\:a”x: MecTe nmpeﬁi%%il:ln\n?z: MecTe norpeﬁm%aﬁ:ﬁ:: MecTe
0) Declared max. intemal leakage rate (%) 0.0 0.0 0.0 0.0

0) Max. extemal leakage rate (%) 0.0 0.0 0.0 0.0

p) Mixing rate 0.00 0.00 0.00 0.00

q) Position and description of visual filter waming

He npvmernmMo

He npvmernmMo

He npvmernMo

He npvmermmMo

r) Insructions to ingtall regulated grilles

CMm. pyKoBOACTBO

Cwm. pyKOBOACTBO

CMm. pyKoBOACTBO

CMm. pyKoBOACTBO

s) Website

www.sodeca.com

www.sodeca.com

www.sodeca.com

www.sodeca.com

t) Airflow sensitivity to pressure variations at +20

Pa and —20 Pa 0.00 0.00 0.00 0.00
u) Indoor/outdoor air tightness 0.00 0.00 0.00 0.00
v) Annual electricity consumption (AEC) average

dimate (WMhyr) 100 100 100 100
v) Annual electricity consumption (AEC) warm

dimate (R 100 100 100 100
v) Annual electricity consumption (AEC) cold

dimate (WMhyr) 100 100 100 100
w) Annual heating saved (AHS) average climate 2800 2800 2800 2800
(R\h/yr)

w) Annual heating saved (AHS) wamm climate 1300 1300 1300 1300
(RAb/yr)

w) Annual heating saved (AHS) cold climate 5500 5500 5500 5500
(R\h/yr)

ErP compliance 2018 2018 2018 2018
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